NOTES FOR SCOPE ITEMS INCLUDED IN
WATER TOWER CONSTRUCTION:

COMPONENTS LISTED AND SHOWN ARE INTENDED TO
PROVIDE A DRAIN LINE FOR THE FEED POWER TO THE
WATER TOWER. THE SOLENOID VALVE IS TO REMAIN
OPEN EXCEPT WHEN THE PUMP IS RUNNING. PIPING
FROM THE TOWER WILL DRAIN BACK INTO THE WELL.

1. 16MM SOLENOID VALVE; NORMALLY OPEN;
POWER TO CLOSE; SPRING OPEN; FAIL OPEN.
PROVIDE POWER TO OPEN THE SOLENOID FROM

THE WELL PUMP CONTROL PANEL. POWER SHALL
CLOSE THE VALVE WHEN THE PUMP TURNS ON AND
INTERNAL VALVE SPRING SHALL OPEN THE VALVE
WHEN THE PUMP MOTOR IS TURNED OFF.

2. SUPPORT 16MM PVC DRAIN LINE AT EVERY PIPE
SUPPORT USING PIPE CLAMPS.

3. 16MM DRAIN PIPING WITH GATE VALVE AND STRAINER.

SLTTINILTT,

HEATER

PANEL BOARD

CHLORINATION TANK

p

I~ |

| 16MM PVC =

16MM TEE FOR NEW DRAIN
% LINE INSTALLATION

S ©

SLEEVE
I WALL SLEEVE

FLOOR LEVEL

PIPING TO WATER TANK

—

US ARMY CORPS
OF ENGINEERS
AFGHANISTAN
ENGINEER DISTRICT

REV.

17 DEC 2009

DATE:

DESIGN FILE NO.
DRAWING CODE:
FILE NAME:

PLOT SCALE:
PLOT DATE:

|CKD BY:

[DESIGNED BY:

DWN BY:

EXISTING HAND PUMP
NEW 16MM TAP FOR TOWER
FEED DRAIN LINE

EXISTING PUMP
DISCHARGE LINE

EXISTING PUMP
CASING COVER

EXISTING EQUIPMENT DESCRIPTION

DESCRIPTION

AIR RELEASE VALVE

CHECK VALVE

PIPE SADDLE SUPPORT

TEE

GATE VALVE

90" ELBOW

RISER PIPE 80

D[N0

912MM FLEXIBLE PVC PIPE

TOWER _ADDITION
EQUIPMENT DESCRIPTION

ITEM DESCRIP TION
A 16MM STRAINER W/ GATE VALVE
16MM ELECTRIC SOLENOID
GATE VALVE
16MM TEE
16MM SCH 80 PVC
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